F. No. J-11011/18/2008- IA Il (1)
Government of India
Ministry of Environment and Forests
(I.A. Division)
Paryavaran Bhawan
CGO Complex, Lodhi Road
New Delhi - 110 003

E-mail : pb.rastogi@nic.in
Telefax : 011: 2436 7668

Dated 3" June, 2009
To, :
M/s Grasim Industries Ltd

97, Sunder Nagar
I** Floor, Delhi — 110 003

E-mail : koyyavreddy@rediffmail.com / kvreddy@adityabirla.com / jmenviron@hotmail.com ;
Fax No.: ??

Subject : Integrated Cement Plant (5.5 MTPA, Clinker 4.08 MTPA), Captive Power Plant (3
X 25 MW, 75 MW) and Limestone Mines (3,461.2 ha. & 1,153.4 ha., 7.0 MTPA) at
Village Basava, Turkani Johdi, Sundon ki Dhani, Khirod, Kemro ki Dhani and
Mohanbari & Beri, Tehsil Nawalgarh, District Jhunjhunu, Rajasthan by M/s
Grasim Industries Ltd. - Environment clearance reg.

Ref. : Your letter no. nil dated 16" February, 2009.

Sir,

Kindly refer your letter no. nil dated 16" February, 2009 alongwith project documents
including Application in Form |, draft Terms of References, Pre-feasibility Report and EIA/EMP
Report alongwith Public hearing/consultation Report seeking environmental clearance under the
EIA Notification, 2006 regarding above mentioned cement project.

2.0 The Ministry of Environment and Forests has examined the application. It is noted that
proposal is for the Integrated Cement Plant (5.5 MTPA, Clinker 4.08 MTPA), Captive Power
Plant (3 x 25 MW, 75 MW) and Limestone Mines (3,461.2 ha. & 1,153.4 ha., 7.0 MTPA) at
Village Basava, Turkani Johdi, Sundon ki Dhani, Khirod, Kemro ki Dhani and Mohanbari & Beri,
Tehsil Nawalgarh, District Jhunjhunu, Rajasthan by M/s Grasim Industries Ltd. Raghunathgarh
Block PF falls in the buffer zone at a distance of 7.0 kms. Total plant area is 250 ha. Total cost
of the project proposed is Rs. 2,100.00 Crores.

3.0 Govt. of Rajasthan has issued Letter of Intent vide their letter no. P-16 (8)/khan/Group-
1/2001 dated 2" April, 2003 for 3461.2 ha Mine (Mine-1) and P-16 (7)/khan/Group-1/2000
dated 16™ March, 2002 for 1153.4 ha mine (Mine-2) and reissued by State Government vide
order no. P-12 (35)/khan/Group-2/2005 dated 22" November, 2007. The Mining Plan of the
mining lease area has been approved by IBM vide letter no. 584(4)(3)(1029)/2008-AJM (Mine-1)
and 584(4)(3)(1028)/2008-AJM (Mine-2) dated 2" May, 2008. 7.0 Million Ton iimestone/year
will be produced to meet the limestone requirement for the cement plant (5.5 MTPA). Mining
reserves and life of the mine will be as follows :

(a) For 1,153.4 ha. Lime stone mine : These Mines are located near Basava and Sundon Ki
Dhani villages. Total mineable indicated and inferred reserves have been estimated to
be 74.166 Million Tonnes and 55.763 Million Tonnes respectively. Life of the mine is
calculated as 37 years @ 3.5 MTPA production / year.




(b) For 3461.2 ha limestone mine : These Mines are located near Basava, Khirod, Kemro ki
Dhani and Mchanbari & Beri villages. Total indicated and mineable and inferred
reserves have been estimated to be 18.25 and 14.51 million tones respectively. Life of
the mine is calculated as 9 years @ 3.5 MTPA production / year

4.0 Dry process of cement manufacturing will be used to manufacture cement (Portland
Pozzolona Cement). Circulating Fluidized Bed Combustion (CFBC) boiler will be installed to
generate power.

5.0 Open cast mechanized mining method will be adopted. The limestone bench of
maximum 10 m height will be drilled and blasted. The over all pit slope will be kept at 45°. Top
soil will be used for green belt development. A long-term restoration plan will be prepared for
plantation / afforestation / green belt development and worked out quarry will be developed as
water reservoir.

6.0 High efficiency electrostatic precipitators (ESP), bag house and bag filters will be
provided to control gaseous emissions within permissible limit. The use of limestone in CPP will
reduce NOx and SO, emissions. Dust suppression like sprinkling water will be adopted to
reduce the fugitive emissions. Total water requirement will be 3,500 m®%day. Air-cooled
condenser will be provided to conserve water. The treated effluent will be recycled in the
process and also used for dust suppression and green belt development. Dust from pollution
control equipments and fly ash from CPP will be used in the cement plant. Overburden will be
dumped in the dumping yard in the non-mining-lease area. The top soil will be stacked at non-
mineralized areas and utilized for green belt development.

Fl) Public hearing / Public consultation meeting was held on 13" February, 2009.

8.0 The Ministry of Environment and Forests hereby accords environmental clearance to the
above project under the provisions of EIA Notification dated 14" September, 2006 subject to
compliance to the following specific and general conditions:

A. SPECIFIC CONDITIONS :

i. Continuous monitoring system to monitor gaseous emissions shall be provided and
limit of SPM shall be controlled within 50 mg/Nm?® from the cement plant and 100
mg/Nm® from the captive power plant by installing adequate air pollution control
systems. Stack height shall be maintained as per the CPCB guidelines to control air
emissions from all the sources and reports submitted to this Ministry including its
Regional Office at Lucknow, RSPCB and CPCB once in six months.

il. As proposed, use of pet coke and coal in cement and captive power plant shall be
ensured. Lime shall be injected to control SO, emissions.

iii. High efficiency electrostatic precipitators (ESPs) shall be provided to clinker cooler of
cement plant and CFBC boiler to control particulate matters from the cement plant
and captive power plant within 50 and: 100 mg/Nm?® respectively. Bag house to
kilnfraw mill, kiln/raw mill and cement mill and bag filters to cement mill hopper
blending silo/kiln feed, raw mill hopper, crushing plant, coal/petcoke mill, cement
silo, cement silo top, packing plant and at all other places including transfer points,
venting auxiliaries etc. shall be provided to reduce particulate matter. Limestone
shall be used in captive power plant to reduce NOx and SO, emissions.

iv. Data on ambient air quality, stack emissions and fugitive emissions shall be uploaded
on the Company’s website and also regularly submitted on-line to the Ministry’'s
























